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[USB driver installation

Use the installation executable.

For windows XP & 2000 use: ~ USB_drivers_setup.exe
For windows XPx64 use: USB drivers x64 setup.exe

Virtual Com Port setting

‘ _l-" Panneau de configuration

Click Start, Settings, Control Panel, System,
Hardware, and then Device Manager
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Aggiztant Ajout de matériel
‘liﬁ"i L'Agzistant Ajout de matériel vous aide & installer un matériel.

Azsistant Ajout de matériel

Gestionnaire doNggriphérques

Le GestioMgre de pérphériques affiche la liste de toug les
iphérii gnicls installés sur votre ordinateur. Utilisez e
Gestionnaire de PNghénques pour modifier les propriétés de
l'un de ces pénphéndNgg.
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Les profilz matériels vous offrent la possibilité de définir et
d'enregiztrer plusieurs configurations matérielles.
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+- i Claviers

+-i= Contrdleur de lecteur de disquettes

+-=) Contréleurs ATATATAPT IDE

+-8), Contrileurs audio, vidéo et jeu

] GEP Conkrdleurs de bus USE
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+ ﬂ Processeurs
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+ __, Souris ek autres périphériqu
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| Propriétés

Click on Advanced. In most cases the wizard will
have installed your new USB Serial Port as COM3
or COM4

Once you have configured a COM port number for
your new USB Serial Port, make sure that you use
this same COM port selection in your
communication software.

Click on the new USB Serial Port.
Click on the Port Settings tab.

Advanced Settings for, COM3

COb Part M by

(TR -

USE Transfer Sizes

Select lower zettings to corect performance problems at low baud rates.
Select higher zettings for faster performance.
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